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LUKOIL STABIO 680 

LUKOIL STABIO 460, 680 
 

High-quality compressor oils 
 

  
 

PRODUCT DESCRIPTION 
LUKOIL STABIO 460, 680 are high viscosity 
mineral oils, designed for using in loaded 
gearing and driving operating at medium 
speeds, high temperatures and heavy loads 
where high viscosity oil are required. 
 

LUKOIL STABIO 460, 680 are produced 
from highly refined base stocks with high vis-
cosity, which are resistant to oxidation and 
thermal degradation. This oil can be used in 
different lubrication systems at high tempera-
tures and loads where water or gas is possi-
ble. They protect against rust and corrosion 
and provide good film strength and excellent 
lubricity and they are resistant to water wash-
out. 

 APPLICATION 
LUKOIL STABIO 460, 680 are recommended 
for: 
 heavy-loaded worm gears, cylindrical and bevel 

gears, rolling and sliding bearings; 
 circulation systems and lubrication systems of 

steam-engines, operating under high tempera-
tures and with heavy loads at maximum temper-
ature up to 280 °С; 

 

BENEFITS 
LUKOIL STABIO 460, 680 provide reliable and 
stable oil film at high temperatures and heavy 
loads, possess excellent demulsibility and reduced 
carbon residue, and minimizes amount of sludge. 
Do not produce ash deposits. 

 
The product name in an order: 
Compressor oil LUKOIL STABIO 460, PS 571885 
Compressor oil LUKOIL STABIO 680, PS 571890 
The product is manufactured in Austria 
 

TYPICAL TEST DATA 

PROPERTY Test method 
LUKOIL STABIO 

460 680 

Density at 20 °С, kg/m3 DIN 51757 901.2 905.8 

Density at 15 °С, kg/m3 DIN 51757 903 908.8 

Kinematic viscosity at 100 С, mm2/s ASTM D445 28.3 35.3 

Kinematic viscosity at 40 С, mm2/s ASTM D445 430.5 616.6 

Viscosity index ISO 2909 92 89 

Flash Point, COC, °С ISO 2909 307 286 

Pour Point, °С ASTM D97 -15 -15 
The information given in the typical data does not constitute a specification but is an indication based on current production and can be 
affected by allowable production tolerances. The right to make modifications is reserved by OOO “LLK-International”.  


